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USING A HANDHELD DRILL WITH CARPET CUTTING TOOL ATTACHED, 
CUTTHE DAMAGED AREA OF CARPET JUST DEEP ENOUGH TO REMOVE 
THE SECTION OF CARPET. 
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CUT A PIECE OF NYLON MESH AND A PIECE OF CARDBOARD HAVING 
A DIAMETER APPROXIMATELY 3" LARGER THAN THE OPENING 
IN THE CARPET. 



BENDTHE CARDBOARD AND INSERT IT INTO THE OPENING IN THE 
CARPET MAKING SURE THE CARDBOARD IS CENTERED BENEATH THE 
OPENING, AND PLACE THE NYLON MESH DIRECTLY OVER THE 
CARDBOARD. 



CUT A REPLACEMENT PIECE OF CARPET IN THE SAME MANNER, 
MAKING SURETHATTHE REPLACEMENT PIECE IS IDENTICAL TO THE 
SECTION REMOVED. 



APPLY ADHESIVE BETWEEN THE CARDBOARD/MESH RIM AND THE 
CARPET SURROUNDING THE OPENING, SO TH ATTHE CARDBOARD AND 
MESH ADHERETOTHE UNDERSIDE OF THE CARPET SURROUNDING 
THE OPENING. 
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APPLY ADHESIVE TO THE BOTTOM OF THE REPLACEMENT PIECE OF 
CARPET AND INSERT INTO THE OPENING, MAKING SURE THAT ANY 
PATTERN IS ALIGNED. 



PLACE A FLAT WEIGHT OVER THE AREA REPAIRED, AND LET DRY. 
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Fig. 4 



